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OPERATING INSTRUCTIONS  

Outdoor Cover, Insulation Jacket and Insulation Lid 

(without heating) 
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Manufacturer: Winkler AG 

Englerstrasse 24, D-69126 Heidelberg 

Tel. +49 (0) 6221 – 3646 - 0 

Fax +49 (0)-6221-3646-40 

www.winkler.org 

 

Disclaimer 

All information - including illustrations and graphical representations - corresponds to our 

current state of knowledge and has been written to the best of our knowledge. 

Specifications are subject to change without notice. In addition, we reserve the right to 

make changes without notice to the design, materials or workmanship in the interest of 

technical progress. 

In these operating instructions you will find all the important 
information on mounting and commissioning.In addition, you will 
find important information for your safety as well as for help in case 
of problems.  

The user of this product must decide on his own responsibility about its suitability for the 

intended use.  
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1. Introduction 

Insulation jackets are used on containers without container heaters. Insulation lids are 
used together with container insulation jackets or heaters for drums and IBC containers. 
Both solutions help prevent additional heat losses, improve the heating efficiency or 
maintain processing temperatures longer from cooling down, and protect personnel 
against burns on the hot surfaces of the containers. Without heating, they are only 
suitable to a limited extent for frost protection. 

The Outdoor Cover for IBC can be used alone or in combination with insulation jacket 
and lid to protect the containers from environmental conditions, e.g., UV Licht or dust. 

The light weight design of the allows them to optimally fit the surfaces of the 
containers. Insulated covers and lids have an integrated insulation to minimize 
unwanted heat loss. Equipped with robust pull straps and closures, they can be quickly 
and easily be attached to and removed from standard containers and drums.  

With their high-quality materials and workmanship, the solutions provide a safe, 
efficient and durable solution for heat loss control for drums and containers in 
industrial applications when operated as intended. 

Winkler, the Winkler Logo and the Winkler Red Dot Logo are registered trademarks of 
Winkler AG. All rights reserved.  
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2. Applicable standards 

The products are designed for use in industrial applications. During planning, erection, 

testing, operation, maintenance and servicing, the minimum requirements to follow are 

this operating manual, as well as other applicable standards, regulations (e.g., of the 

employers' liability insurance associations) and directives that must be observed 

depending on the application.  

 

3. Intended operation 

The solutions are only considered to be operated as intended if the following points are 

taken into account: 

• The product may only be operated for its intended use and temperature  

    range stated in the respective Technical Data Sheet. 

• The operating instructions of the plant owner must be complied with. 

• The statutory accident prevention regulations must be observed. 

4. Scope of delivery 

Check that the packaging is intact and that the delivery is complete. Contact your supplier 

immediately if any parts are missing or defective. 

Scope of supply:  1 pc. Outdoor Cover or Insulation Jacket or Insulation Lid 

1 pc. Fastening straps accessory set included with Insulation Jackets 

1 pc. Operating instructions 

 

5. Assembly 

Mount in such a way that it lies smoothly and without folds on the container. Use the 
included fasteners to secure the product against slipping. Do not use any fasteners other 
than those supplied and do not use any tools for assembly that could overstress the 
material. 

Always maintain a safety distance of at least 50 cm between two heated containers. The 
same applies to the distance to radiators, warm surfaces, etc. 

If necessary, open the lid or bungholes of the container so that it does not expand 
inadmissibly due to a pressure build-up during heating. Monitor the fill level of the 
container while removing the contents.  
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Disassembly and storage 

Do not use solvents or abrasive cleaners to clean and never immerse it in liquids. To clean, 
gently wipe the surfaces and controls with a damp cloth. Keep away from sharp edges 
and pointed objects. 

When not in use, it should be stored in a dry and clean environment in its original 
packaging. To do this, gently fold or roll it loosely without squeezing or bending. 
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6. Drum Insulation Jacket 

 

6.1 Intended use and application 

These are designed for metal containers. 

Type WOIP0200:  for 200-220 L cylindrical metal drums 

 

6.2 Technical data 

Outer jacket:   water repellent polyester fabric 

Thermal insulation: Polyester fleece 

Operating temperature: up to 90 °C 

Protection type:  IP 54 

Ambient temperature: -20 ... 90°C 

 

 

 

 

 

 

 
 

All length measurements 
+/- 2 % Insulation Jacket 

Insulation lid (separate 
available) 

L Total Length 2.100 mm Ø 650 

B Width 800 mm 165 mm 

U min. Scope 
barrel 

1.800 mm - 

U max. Scope 
barrel 

2.100 mm - 

Weight 2,5 kg  0,6 kg 
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6.3 Structure (see also Figure 1.1) 

Barrel insulation jackets consist of an outer jacket (1) made of water-repellent polyester 

fabric. Double thermal insulation made of polyester fleece is sewn between the fabric 

inner and outer jacket. Robust pull straps (2) and snap closures made of polyamide are 

used for fastening. Four hook and loop fleece pads (3) on which the fastening straps 

are/will be mounted.  

 

Figure 1.1 

 

 

 

 

 

 

 

 

6.4 Assemblage 

Place the jacket around the drum. The pre-installed (or enclosed) retaining straps help 

with mounting and at the same time prevent sagging during operation (Figure 1.2). 

Align the two fastening straps according to a good fit on your container. To protect 

against moisture and mechanical impact, the drum jacket should not be placed directly 

on the floor during this process. Close the buckles and tighten the tie straps evenly 

(Figure 1.3). The jacket must fit smoothly against the container without wrinkles. The 

tightest possible fit will ensure efficient operation and uniform isolation. 

 

 

Figure 1.2 
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Figure 1.3 

 

 

 

 

 

 

 

 

 

7. Drum Insulation Lid 

 

7.1 Intended use and application 

These are designed for metal drums. 

 

7.2 Technical data 

Outer jacket:   water repellent polyester fabric (+90 °C) 
  water repellent PTFE fabric (+200 °C) 

Thermal insulation: WOIPX  Polyester fleece 

   WOITX  Glass needle mat 

Protection type:  IP 54 

 

Product range 

For use with WODPX 
Drum Heater 

Drum size Temperature range Article number 

 
 

25 - 30 L 

up to +90 °C 

WOIPX030  

50 - 60 L WOIPX060 

105 - 120 L WOIPX120 

200 - 220 L WOIPX200 

 

WOIPX 
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For use with WODTX 
Drum Heater 

Drum size Temperature range Article number 

 
 

30 L 

up to +200 °C 

WOITX030 

60 L WOITX060 

120 L WOITX120 

200 – 220 L WOITX200 

 

7.3 Assemblage 

The 200-220 L insulation Lid has been designed to easily access bunghole openings via 

hook and loop secured openings.  

Place the insulation lid onto the drum. (Figure 2.1). Align the lid according to the drum 

bungholes and good fit. The lid must fit smoothly against the drum without wrinkles. 

The tightest possible fit will ensure efficient operation and uniform isolation. 

 

Figure 2.1 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WOITX 
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8. IBC Insulation Jacket 

 

8.1 Intended use and application 

These are designed for metal and plastic IBC containers. 

Type WOIP0C10: für 1.000 L IBC 

 

8.2 Technical data 

Outer jacket:   water repellent polyester fabric 

Thermal insulation: Polyester fleece 

Operating temperature: up to 90 °C 

Protection type:  IP 54 

Ambient temperature: -20 ... 90°C 

 

 

 

 

 

 

  

All length measurements +/- 2 % Insulation Jacket 

L Total length 4.400 mm 

B Breite 1.000 mm 

Gewicht 7,5 kg  

Article number WOIP0C10 
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8.3 Structure (see also Figure 3.1) 

IBC insulation jackets consist of an outer jacket (1) made of water-repellent polyester 

fabric. Double thermal insulation made of polyester fleece is sewn between the fabric 

inner and outer jacket. Robust tension straps (2) and polyamide snap closures are used 

for fastening. Eight additional hooks (3) at the top of the jacket are used on the IBC to 

prevent slipping. An outlet flap (4) is attached to the front end, allowing the contents to 

be removed via the bottom valve. 

 

 

 

 

 

 

 

 

Figure 3.1 

 

 

8.4 Assemblage 

Place the jacket around the container and secure it with the hooks to prevent it from 

slipping off (Figure 3.2). Make sure that the flap is placed in front of the discharge 

spout. Close the buckles and tighten the tie straps evenly (Figure 3.3). The jacket must 

be smooth and wrinkle-free against the IBC. 

 

Figure 3.2 
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9. IBC Insulation Lid 

 

9.1 Intended use and application 

These are designed for metal and plastic IBC containers. 

Type WOIP1000: für 1.000 L IBC 

 

9.2 Technical data 

Outer jacket:   water repellent polyester fabric 

Thermal insulation: Polyester fleece 

Operating temperature: up to 90 °C 

Protection type:  IP 54 

Ambient temperature: -20 ... 90°C 

 

 

 

 

 

  

All length measurements +/- 2 % Insulation Lid 

L Total length 1.175 mm 

B Width 983 mm 

H Height 215 mm 

Weight 2,1 kg 

Reference: 

For even more energy-efficient 

operation, we recommend 

using the insulating lid 

WOIP1000 (available as an 

accessory), especially for IBC 

containers (Figure 2.3). 

Figure 3.3 

 
Option WOIP1000 
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9.3 Structure (see also Figure 4.1) 

IBC insulation lids consist of an outer jacket (1) made of water-repellent polyester 

fabric. Double thermal insulation made of polyester fleece is sewn between the fabric 

inner and outer jacket. An inlet flap (2) is attached to the top, allowing the contents to 

be filled or mixed. 

 

 

 

 

 

 

 

Figure 4.1 

 

9.4 Assemblage 

Place the insulation lid onto the container. (Figure 4.2). The lid must fit smoothly against 

the container without wrinkles. The tightest possible fit will ensure efficient operation 

and uniform isolation. 

 

Figure 4.2 
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10. IBC PVC Outdoor Cover 

 

9.1 Intended use and application 

These are designed for metal and plastic IBC containers and only serve as protection 

against environmental conditions other than temperature. 

Type WOCV1000: für 1.000 L IBC 

 

9.2 Technical data 

Outer jacket:   water repellent PVC 

Thermal insulation: none 

Operating temperature: up to 80 °C 

Protection type:  IP 54 

Ambient temperature: -20 ... 80°C 

 

 

 

 

 

 

 

 

9.3 Structure (see also Figure 5.1) 

The PVC Outdoor Cover consist of an outer jacket (1) made of water-repellent PVC 

fabric with hook and loop closures (2) along each corner of the IBC cover.  

 

 

 

 

 

 

Figure 5.1 

 

All length 
measurements +/- 2 % PVC Outdoor Cover 

T Total length 1.260 mm 

B Width 1.040 mm 

H Height 1.060 mm 

Weight 7,5 kg  

Article number WOCV1000 
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9.4 Assemblage 

Place the outdoor cover over the container (Figure 5.2) and fasten the pre-installed 

hook and loop closures along the edges to complete the installation (Figure 5.3) 

 

 

Figure 5.2 

 

 

 

 

 

 

 

 

 

Figure 5.3 
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11. Troubleshooting and problem solving 

Please read these instructions before contacting us. These instructions are designed to 
answer frequently asked questions. If you cannot identify the problem or need 
additional help, please contact your dealer or our service department.  

 

PROBLEM SOLUTION 

Outdoor Cover, 
insulation jacket or lid 
does not fit 

Make sure that the solution is intended for your vessel. 
Measure the circumference of your container and 
compare them with the dimensions in the technical data 
sheet. 

Light soiling  
of the outside/inside 

Use a clean cloth with household detergent to wipe off the 
contamination. The cleaner must not contain solvents or 
abrasives. 

 

12. Service and maintenance 

Maintenance and servicing should be carried out at regular intervals in accordance with 

the standards specified under "Safety instructions" and the regulations and provisions 

applicable to the application.  

Inspection, maintenance and servicing must be performed after the insulation jacket 

has cooled down to ambient temperature and, if installed, the container heater has 

been disconnected from the power supply. The material should not have any cuts, 

cracks or stitches.  

 

12.1 Repair 

Conversions or modifications to the container insulation may impair its function. 

Repairs may only be carried out by qualified personnel. Only original spare parts and 

accessories may be used.  

Do not attempt to repair a damaged product yourself! 

Send it to our service department instead 

 

12.2 Return 

For returns, we ask that you always decontaminate the heating insulation beforehand, 

confirm this in writing and enclose it with the return shipment as information. If you 

need a decontamination confirmation form, please contact your supplier. 
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13. Warranty 

Winkler warrants the product to the original purchaser for a period of twelve (12) 

months from the date of delivery (handover of the goods). 

In the event of justified complaints, Winkler shall, at its option, either remedy the 

defect or deliver a replacement. Winkler shall be entitled to have the defects remedied 

by third parties.  

For details, please refer to our General conditions of purchasing and ordering at 

www.winkler.org. 

 

 

14. Disposal 

Environmental information for industrial customers within the EU: 

The WEEE Directive 2012/19/EU aims to prevent waste from electrical and electronic 

equipment and to reduce such waste through reuse, recycling and other forms of 

recovery.  

The symbol indicates that the product should be disposed of separately 

from regular commercial/household waste. It is your responsibility to 

dispose of this product only through the legally prescribed disposal 

channels or the appropriate collection points designated by the 

government or local authorities. 

Proper disposal and recycling will help prevent potential negative consequences for the 

environment and human health. If you need more information on how to dispose of 

your waste equipment, please contact your local authorities, municipal waste disposal 

services or the dealer where you purchased the product. 

  

https://www.winkler.eu/fileadmin/files/Allgemeines/General_EN/Einkaufsbedingungen_englisch__Stand_22.10.2020__gueltig_am_01.11.2020.pdf
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For your notes: 

 


